
SCARBOROUGH HEALTH NETWORK  
GENERAL HOSPITAL – GROUND FLOOR 
SATELLITE IMAGING RENOVATION 2025.05.02 
Project No.:140023034  
Issued for Addendum No. 1 
 

ADDENDUM NO. 1 
 

Stantec Architecture Ltd. 

 
This addendum forms part of the Contract Documents and amends the original drawings, specifications, 
schedules, and details dated 2025.03.07. 
 
 
A1-A1 QUESTIONS AND ANSWERS 
 

1. Can you please confirm if there is any pre-qualified vendor list we need to use for the 
Mechanical & Electrical scope of work for this project?  

A. Yes, the M&E Contractors shall also be part of the SHN VOR list.  Contact lists are 
attached for convenience.   

2. On the bid form it is stated that we are to provide Consent of Surety. Is this for a 
Performance Bond and for a Labour and Material Bond? And are the bonds for 50% or 100%?  

A. 50% Material and Labour Bond.  

3. Is the tender submission to be emailed? And to whom?  

A. Via email, to Erich Hoyle (ehoyle@shn.ca ). If the attachment exceeds the email 
size limit, please provide a link to an FTP site for download.  

4. We note that the bid form does not have the name of the project on it.   

A. New Bid Form has been uploaded to the Tender Documents folder  

5. What is the anticipated award date of this project?  

A. The award will be in May 2025.   

6. With reference to demolition plan keynote of drawings A301: who is taking possession of 
the existing Xray/CT equipment which is being removed? And who is removing it?  

A. Alternate price for GC to remove and dispose of existing equipment (3 X-Ray 
machines and one CT machine).  

7. With reference to drawing A403 FF & E responsibilities: Please provide further information 
about the following:  
G4514: Gown storage  

A. Open shelving - 14” deep. Refer to drawing 12/A901 in Addendum 1.  

8. Can SHN please consider reducing the Bid Validity to 60 days, with current market 
conditions we are finding it very difficult to get trades to hold there pricing for 120 days.   

A. 60 Days is acceptable  

mailto:ehoyle@shn.ca
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9. Please provide details of the required Consent of Surety. Is it Agreement to Bond (ATB) 
with 50/50 for Labor & Performance bonds?  

A.  Same as A.2  

10. Please confirm the seismic classification of the existing building where work is to be 
performed, is it considered as “Post Disaster Building”? Kindly confirm if Seismic design 
considerations are required for this tender.  

A. Post Disaster Building with seismic design considerations (OBC matrix, A301).  

11. Please confirm if “integrated fire protection and life safety systems” testing is part of the 
cash allowance.   

A. Note 23 on E100 indicates the electrical contractor is to include for S1001 
integrated systems testing. This test is mandatory for closeout and should not be a cash 
allowance.   

12. The provided DSS report doesn’t indicate that the testing was done at the Satellite DI work 
area, no samples are noted for this area. As such it is not possible to determine the presence of 
ACM, therefore, we assume that any asbestos containing material encountered will be 
removed as part of the cash allowance. Please confirm.   

A. Yes, to be carried as a cash allowance as indicated in the Architectural 
Specifications – Section 01 21 00, Page 2  

13. Please provide the timelines & work durations for Owner/Vendor supplied and installed CT 
equipment and X-Ray equipment’s to be incorporated in our schedule.  

A. Following the award, GC will be responsible for coordinating timelines and work 
durations directly with the vendor.  

14. Please confirm that the owner/vendor is responsible to bring in the CT equipment to the 
final installation place.   

A. The CT and X-Ray equipment vendors will deliver and install their equipment.  

15. Please clarify who is responsible for the ceiling support system (Unistrut) for the 
installation of new X-rays ceiling lift/rails. We don’t see any details of this in the drawings, there 
are 2 layouts shown for Unistrut system in the Carestream package but doesn’t have much 
details.   

A. GC is responsible for installing the ceiling support system (Unistrut) in coordination 
with equipment drawings. Refer to Section 05 16 00 – Structural Ceiling Grid.  



SCARBOROUGH HEALTH NETWORK  
GENERAL HOSPITAL – GROUND FLOOR 
SATELLITE IMAGING RENOVATION 2025.05.02 
Project No.:140023034  
Issued for Addendum No. 1 
 

ADDENDUM NO. 1 
 

Stantec Architecture Ltd. 

16. Note 8 on the partition and furring types notes states "suffix "L" denotes lead sheet 
radiation protection from finishes floor to underside of structure above" but the Lead Lining 
note on the floor plan says a minimum of 2.13m AFF. Which do we include for?  

A. 7ft. Note updated in Addendum 1.  

17. The specification section 09 77 33 only have listed colors for Wp-1 and Wp-3, please advise 
on Wp-2 color finish.  

A. WP2: Linen.  

18. Is splicing of the steel beams (to be installed below floor of the work area) allowed? This 
will overcome the access restrictions.   

A. Yes, as indicated in note no.4 on drawing S-200.  

19. Who is responsible for re & re of existing lockers to facilitate the steel work to be done at 
the level below.   

A. GC to be responsible for re & re of existing lockers. Location to be coordinated with 
SHN.   

20. What are the work hours to be considered for working in corridor and the level below the 
satellite DI work area.   

A. Assume after hours.  

21. Millwork:  

a. Can the architect confirm if undermounts slides are required, or can they consider 
switching to side-mounted. such as Accuride 3832 EC, soft-close slides?  

A. Yes, Accuride 3832 EC is acceptable. Refer to Section 06 40 00, ADD-1  

b. Can the architect confirm if a Blum 110deg. soft-close hinge can be used as an 
alternate to Richelieu 71B358180, as they are similar?  

A. The specifications do not include Richelieu hinges. Instead, they specify the 
Marathon DTC C-80 Soft-Close Hinge, model 105-C80A675NF. The Blum 110deg soft-
close hinge is also an acceptable alternative. Please refer to Section 06 40 00, ADD-1.  

c. Are all cabinets laminate on MDF interiors and exteriors?   

• The chosen colour Wilsonart 5th Ave Elm, soft grain finish is a significant price 
difference to Wilsonart white cabinet liner. Can the architect confirm if the project 
should be quoted with ML-1 as laminate exteriors and ML-5 as laminate interiors?  
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A.  Yes, ML-1 as laminate exteriors and ML-5 as laminate interiors.  

d. Where are the 'exposed shelf supports' used, noted in section 06 40 00, 2.5.8?  

A. For Open upper shelfing.   

e. Can the fixed bulkhead panels be secured with French cleats?  

A. No.  

f. Please confirm 3mm pvc edging to match cabinet exterior is acceptable?  

A. No.  

g. Are adjustable shelves in cabinets required to be edged on all 4 edges, 2 edges or 
just the front edge?  

A. Rabbet underside of shelves to receive pilaster shelf clips.  

h. Please confirm if the underside of the upper cabinet needs to be finished in the cabinet 
interior or cabinet exterior Colour/finish?  

A. All exteriors faces to be Wilsonart ‘5th Ave. Elm’.  

22. We are assuming that the contract type will be CCDC-2-2020 for this project, please 
confirm. Are there any supplementary conditions?   

A. Yes. There are standard SHN supplementary conditions that will be shared.  

23. Trades are requesting an extension to the closing. Please accept our request to extend the 
closing date to Tuesday, May 13.    

A. Extension to May 13th is approved.  There will be no additional extensions.   

24. You are requesting card readers for the following doors.   

Will these doors be connected to an existing Security access control system or stand alone?  

Will these doors need to be connected to an ADO?  

G4516 – STAFF WR  

G4504 - stretcher  

G4505 – team room  

G4506A – CLEAN supply  

G4507 – CT Control Room CR  
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G4512 – xray control rm CR  

A. Yes, connected to an existing Security access control system. Per SHN direction, 
doors listed above require card readers and do NOT require ADOs. An additional ADO will 
be added to Ultrasound washroom G4504. Addendum to be issued.  

25.  Who is the base building Security Integrator for CCTV, Access Control, and Alarms?  

A. List of base building contractors was provided as part of the Tender package.   

26. Is a remote workstation required for this area?  

A. No.   

27. Is there a Division 28 for Security spec?  

A.  Addendum to be issued to include division 28 in specifications.  

28. Please confirm whether the existing corridor work for the fire alarm devices needs to be 
verified during in a separate visit apart from the two phases shown on A-802. Also, please 
confirm if a single verification is acceptable for the complete project, or if each phase will 
require individual verifications.  

A. Fire alarm devices in the existing corridor are to remain active and connected to 
during removal and installation of corridor ceiling. Intent is to remove ceiling to assist 
installation of conduits/HVAC etc. Drawing note on E200 to be revised to clarify.  Separate 
verification is required for each phase as phase 1 will be occupied first. Corridor verification 
can be included in one of the phases.  

29. Please confirm which areas are classified for receptacles testing, and whether a single visit 
is acceptable for the entire project, or if each phase will require separate visits.   

A. Receptacle testing is required for all patient care areas (CT room G4508, XRAY 
rooms G4511 and G4513, Stretcher holding room G4506, Ultrasound rooms G4502, and 
Stretcher G4504) . Separate verification is required for each phase, as phase 1 will be 
occupied first.  

30. Please confirm if ‘4’ represents anything on the drawing E-100 as it is all over the drawing 
in different spots but it doesn’t look like a drawing note.  

A. '4' is a plotting error. Drawings E100 and E101 to be revised.  
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31. Please provide contact information if we need to include verification of the PA system after 
it’s re-installed in the corridors.  

A. List of base building contractors was provided as part of the Tender package.  

32. DWG#E-301/E-304/E-305- Please provide the panel schedule for the new CT Disconnect 
panel-CT-01.  

A.  Single line Diagram to be updated to reflect breaker sizes.  

33. DWG#E-301- Could you please confirm whether both X-ray disconnect switches should 
include a shunt trip relay to cut off the power when the emergency switch is activated?  

A. Yes, both x-ray disconnects to include a shunt trip (per Carestream drawings). 
Single line diagram and drawing note to be clarified.  

34. DWG#E-304 & Siemens Electrical drawing #4- If the Electrical contractor is required to 
provide the wires and terminations, please specify the number and size of the cables from the 
CT disconnect panel to a pull box, flow heater and, indoor unit cabinet.  

A. Siemens to provide wiring and termination from CT panel to CT pull box, flow 
heater, and indoor unit cabinet. Electrical contractor to provide conduit, and pull boxes.   

35. DWG#E-200- For each X-ray room, it shows a 10”x31/2” X-ray riser. If electrical is providing 
it, please provide the details.  

A. Contractor to provide dimension space within the wall to run specified conduits for 
x-ray machine. Specific product not required. Installation to meet code with access panels.  
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36. DWG#E-301- Key note#3- Is it acceptable to provide a CT Disconnect Panel with a shunt trip 
breaker instead of installing a shunt trip breaker at DP-EX3?  

A. Yes, SLD updated to clarify.  

37. Section-26 27 26.03-1.02.2  

a. Could you please confirm which lighting control system is currently in place?  

A. There is no existing lighting control system so local controls will be used.  
Specifications to be updated  

38. DWG#E-301- Could you please confirm how many wires are required from the new breaker 
to the disconnect switches and distribution panel?   

A. Single line diagram lists 4 wires (WIRE + BOND + NEUTRAL)  

39. Could you please provide the location of the existing security panel?  

A. The security access control panel is located in communication closet G4-11 
(Highlighted in Blue). Electrical key plan to be revised to show location of communication 
closet.  

  

40. Please accept our request to extend the closing date to Tuesday, May 13     

A. SAME as A.23  
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A1-E1 Electrical Addendum #1 
 
1. Reference Drawings: E100, E101, E200, E201, E301, E304  

 
1.1. Replace drawings E100, E101, E200, E201, E301, E304 with the attached drawings 

Issued for Addendum No.1 with revision date 2025.05.02. 
1.2. Add drawing E002 Key Plan, Issued for Addendum No.1 with revision date 2025.05.02. 
 

2. Reference Specifications  
 
1. Ref. Specification Section 26 00 00 TABLE OF CONTENTS  

 
1.1. Revise Specification Section 26 00 00 TABLE OF CONTENTS as per the attached Issued 

for Addendum #1 dated May 2, 2025. 
 

2. Ref. Specification Section 26 27 26.03 OCCUPANCY SENSORS 
 

2.1. Revise Specification Section 26 27 26.03 OCCUPANCY SENSORS as per the attached 
Issued for Addendum #1 dated May 2, 2025. 
 

3. Ref. Specification Section 28 13 00 ACCESS CONTROL 
 

3.1. Revise Specification Section 28 13 00 ACCESS CONTROL as per the attached Issued for 
Addendum #1 dated May 2, 2025. 
 

4. Ref. Specification Section 28 23 00 VIDEO SURVEILLANCE SYSTEM 
 

4.1. Revise Specification Section 28 23 00 VIDEO SURVEILLANCE SYSTEM as per the 
attached Issued for Addendum #1 dated May 2, 2025. 

 
END OF ADDENDUM #1 
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PART 1 - GENERAL 

1.1 Summary 

.1 Section includes: 

.1 Work of this section includes architectural woodwork including, but not limited to, 
the following: 

.1 Cabinetry and hardware. 

.2 Plastic laminate fabrications. 

.3 Solid surfacing fabrications. 

.4 Factory and site finishing of architectural woodwork. 

1.2 Administrative Requirements 

.1 Coordination: 

.1 Coordinate with other work for satisfactory and expeditious completion of the work 
of this section. Coordinate with partition accessories, electrical, communications, 
and finish components to ensure that proper provisions are made for the 
installation of the work of this section and for work by others. 

.2 Where woodwork is to be fitted to other construction, check actual dimension of 
other construction by accurate field measurements before manufacturing 
woodwork; show recorded measurements on final shop drawings. Coordinate 
manufacturing schedule with construction progress to avoid delays in the Work. 

.3 Provide forms, templates, anchors, sleeves, inserts and accessories required to 
be fixed to or inserted in the work of this section and set in place. Instruct applicable 
Subcontractors as to their locations. 

.4 Provide cut-outs for raceways, sleeves, grommets and other manufactured 
accessories which are required for the work of this section and for work by others. 

.5 Architectural woodwork specified under this section includes woodwork items 
which are closely integrated with both prefinished and field painted architectural 
metalwork, stonework, glass, and built-in electrical components, and consequently 
requires close coordination with such allied trades. This section is responsible for 
ensuring correct installation procedures and results. 

.2 Conduct a pre-fabrication meeting in accordance with Section 01 31 19. 

1.3 Submittals 

.1 Submit required submittals in accordance with Section 01 33 00. 

.2 Product data sheets: 

.1 Submit manufacturer’s Product data for each type of Product and process 
proposed for use in the work of this section and incorporated into items of 
architectural woodwork. 
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.3 Shop drawings:  

.1 Submit shop drawings for the work of this section complying with the North 
American Architectural Woodwork Standards 4.0 requirements. 

.2 Submit engineered shop drawings, including seismic design, connections and 
restraint. 

.3 Indicate quality standards and grades. 

.4 Include full scale drawings of exposed-to-view edge conditions. 

.5 Include plans, sections and large scale details, and indicate components and 
methods of assembly, fastenings, and other fabrication information required for the 
work of this section. Indicate assembly joint lines. 

.6 Include materials and their characteristics and finishes as applicable including the 
following: 

.1 Panel core and material types, thicknesses, compliance with specified 
standards, special treatments. 

.2 Adhesive types to be used and locations. 

.3 Finishing requirements including North American Architectural Woodwork 
Standards 4.0 finish system number, sheen, and required application steps. 

.7 Submit coordination drawings indicating locations of concealed grounds, cut-outs, 
plates, and other required fabrications. 

.8 Show relation to adjoining construction, details of outside and inside corners and 
door openings. 

.4 Selection samples:  

.1 Casework hardware, one unit of each type and finish. 

1.4 Closeout Submittals 

.1 Submit closeout submittals in accordance with Section 01 78 00. 

.2 Operation and maintenance data: 

.1 Submit maintenance and cleaning instructions for finishes requiring specific care, 
noting particularly those procedures or materials which will cause damage to 
finished surfaces to be included in maintenance manuals. 

.3 Maintenance materials: 

.1 Deliver extra sets of hardware items for maintenance as follows: 

.1 10 % of each type actually installed, but not less than 2 sets.  

1.5 Quality Assurance 

.1 Qualifications: 

.1 Manufacturers: 
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.1 Architectural woodwork shall be manufactured by a firm having 5 years’ 
experience, minimum, on work of similar size and quality. 

.2 Shall be a member in good standing of the Architectural Woodwork Institute or 
the Architectural Woodwork Manufacturers Association of Canada or the 
Woodwork Institute. 

.3 Solid surfacing fabricator: Fabrication to be performed by a solid surface 
manufacturer's certified fabricator. Submit certification letter prepared by the 
solid surfacing manufacturer. 

.2 Installers: 

.1 Has successfully completed 2 architectural woodwork projects similar in scope, 
materials and design to this Project within the last 5 years. 

.2 Quality standard: 

.1 Work shall be in accordance with the North American Architectural Woodwork 
Standards 4.0, Premium Grade, or the highest grade available for performance 
and appearance characteristics of materials in Sections 3 – 5 used that apply to 
Product fabrication and installation requirements governed by Sections 6 – 12. 

1.6 Product Handling 

.1 Product handling shall be in accordance with Section 01 60 00 as supplemented by the 
requirements of Section 06 40 00. 

.2 Protect architectural woodwork during transit, delivery, storage and handling to prevent 
damage, spoilage, and deterioration. 

.3 Do not deliver woodwork until painting, wet work, grinding, and similar operations that 
could damage, soil, or deteriorate architectural woodwork have been completed in 
installation areas. If woodwork must be stored in other than installation areas, store only 
in areas whose environmental conditions meet requirements specified under paragraph 
Site Conditions paragraphs of Section 06 40 00. 

.4 The architectural woodwork manufacturer and the Contractor shall be jointly responsible 
to make certain that architectural woodwork is not delivered until the building and storage 
areas are sufficiently dry so that the architectural woodwork will not be damaged by 
changes in moisture content. 

1.7 Site Conditions 

.1 During storage and installation: Obtain and comply with North American Architectural 
Woodwork Standards 4.0 for optimum temperature and relative humidity conditions for 
woodwork during its storage and installation. Do not install woodwork until these 
conditions have been attained. Woodwork shall be acclimatized for a minimum of 72 hours 
prior to commencing woodwork installation. 

.2 During finishing: Comply with Architectural Woodwork Standard’s temperature and 
humidity requirements before, during, and after application of finishes. 

.3 During service life of woodwork: Obtain and comply with woodwork manufacturer's advice 
for optimum temperature and humidity conditions.  
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1.8 Warranty 

.1 Warrant work of this section in accordance with Section 01 78 36. 

PART 2 - PRODUCTS 

2.1 Performance/Design Requirements 

.1 Casework integrity shall meet the minimum acceptance levels in accordance with SEFA 8-
1999 as outlined in the North American Architectural Woodwork Standards 4.0 and 
additional or greater loading capacities as specified throughout the North American 
Architectural Woodwork Standards 4.0. 

.2 Maximum allowable adjustable shelf lengths shall comply with shelves assembly rules per 
the North American Architectural Woodwork Standards 4.0 based on shelf thickness 
indicated or scheduled. 

2.2 Panel Materials 

.1 Panel material schedule; except where indicated otherwise:  

.1 Thickness: 19 mm (3/4") minimum. 

.2 Core panels:  

.1 At plastic laminate:  MDF. 

.2 Plywood backing; countertops, backsplashes, and where indicated: Exterior 
grade plywood with no added urea-formaldehyde used in composition.  

.3 Maximum moisture content at time of installation: 10% to 12%. 

.2 Plywood:  

.1 Veneer core plywood non telegraphing grain: Sanded good one side or good two 
sides (when both sides exposed or to receive applied finish materials) plywood: 

.1 Hardwood plywood: in accordance with ANSI/HPVA HP-1-2016. 

.2 Softwood plywood: to Voluntary Product Standard: PS-1-09 Structural Plywood 
(with Typical APA Trademarks). 

.3 Medium density fibreboard (MDF):  

.1 To ANSI A208.2-2016, 19 mm (3/4") minimum thickness, 720 kg/m3 (45 lbs/ft3) 
minimum density and as follows: 

.1 Grade: Grade 130. 

.2 Formaldehyde emission: No added urea-formaldehyde used in composition. 

2.3 Plastic and Composite Materials 

.1 High pressure decorative laminate:   

.1 General purpose grade: in accordance with ANSI/NEMA LD 3-2005, Horizontal 
General Purpose Grade (HGS). 
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.2 Colours, finishes, and patterns:  

.1 Acceptable Products:  

.1 ML-1: Wilsonart ‘5th Ave. Elm, soft grain finish. 

.2 Acceptable alternates to ML-1: 

.3 ML-5: Wilsonart ‘White Cabinet Liner’, matte finish. 

.2 Substitutions: in accordance with Section 01 25 00. 

.2 Solid surfacing sheet:  

.1 Homogenous (not coated, laminated or composite construction), filled material 
containing methyl methacrylate. 

.1 Acceptable Product: Dupont 'Corian'. 

.2 Nominal sheet thickness: 13 mm (1/2") minimum, unless otherwise indicated. 

.3 Colours: 

.1 CTR-1: White Jasmine. 

.4 Substitutions: in accordance with Section 01 25 00. 

.2 Provide solid surface edges with 38 mm (1-1/2") bullnose where indicated. 

2.4 Fasteners and Adhesives 

.1 Fasteners shall comply with North American Architectural Woodwork Standards 4.0. 

.2 Adhesives: Shall be used for intended purpose and manufacturer materials applications 
and installation, applied in accordance with manufacturer’s written requirements and shall 
comply with the “adhesive usage guidelines” recommendations of North American 
Architectural Woodwork Standards 4.0. 

2.5 Hardware 

.1 Casework hardware; to be furnished and installed by the architectural woodwork 
manufacturer. 

.1 Where casework hardware is not specified or indicated on drawings or scheduled, 
casework hardware shall comply with ANSI/BHMA Standards, latest edition, 
minimum grades, loading and other basic rules per the North American 
Architectural Woodwork Standards 4.0. 

.2 Drawer slide; medium duty:  

.1 Soft close. 

.2 Pound Class 100. 

.3 Height: 45 mm (1-47/64”). 

.4 Clearance:  

.1 13 mm (1/2”) plus 0.8 mm (1/32”) minus 0 inches per side. 
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.1 Acceptable Products:  

.1 BLUM Movento.  

.2 Salice ‘Futura’. 

.3 Accuride ‘3832 EC’. [Added by Addendum No. 1] 

.3 Hinges:  

.1 Acceptable Product: 

.1 Marathon ‘DTC C-80 Soft-Close Hinge, 105-C80A675NF’. 

.2 Richelieu ‘Clip Top Blumotion 71B358180’. [Added by Addendum No. 1] 

.2.3 Substitutions: in accordance with Section 01 25 00.  

.4 Pulls; doors and drawers, except where otherwise indicated:  

.1 Acceptable Product: 

.1 Marathon ‘Modern Bar Pull, 128 mm, Brushed Satin Nickel, 9303-BSN’.’ 

.2 Substitutions: in accordance with Section 01 25 00.  

.5 Locks; swinging doors and drawers, except where otherwise indicated:   

.1 Locks shall be keyed alike, unless otherwise indicated. 

.2 Acceptable Product: 

.1 Hafele ‘Cam locks, FH Series’. 

.2 Substitutions: in accordance with Section 01 25 00.  

.6 Magnetic catches:   

.1 Acceptable Product:  

.1 Hafele ‘Magnetic Catch 3-4 KG Pull.’ 

.1 Colour/finish: to be later selected by Consultant.  

.2 Substitutions: in accordance with Section 01 25 00. 

.7 Grommets:  

.1 Acceptable Product: 

.1 Richelieu ‘Round Cable Grommet, 9004430’.  

.1 Colour: White. 

.2 Substitutions: in accordance with Section 01 25 00.  

.8 Exposed shelf supports.  

.1 Acceptable Product:  

.1 Richelieu ‘U-Shaped Steel Pilaster, 2553024’. 

.2 Substitutions: in accordance with Section 01 25 00. 

.2 Colour shall be White. 
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.9 Pilaster strips:   

.1 Flush mounted. 

.2 Acceptable Product:  

.1 Knape & Vogt 255 Series. 

.2 Substitutions: in accordance with Section 01 25 00. 

.10 Pilaster clips:   

.1 Acceptable Product:  

.1 Knape & Vogt 256 Series. 

.2 Substitutions: in accordance with Section 01 25 00. 

.11 Adjustable shelf standards and supports:   

.1 Finishes: 

.1 For cabinets with baked enamel finish: Cadmium or chrome plated steel. 

.2 For stainless steel cabinets: stainless steel or gloss nickel finish. 

.2 Acceptable Product:  

.1 Richelieu ‘Model 1461210’. 

.2 Substitutions: in accordance with Section 01 25 00. 

.12 Nuts, bolts, and washers: shall be stainless steel or aluminum. 

2.6 Finishes - Interior Architectural Woodwork 

.1 General: The entire finish of interior architectural woodwork is specified in this section, 
regardless of whether factory applied or applied after installation. 

.2 Preparations for finishing: 

.1 Prior to finishing, exposed portions of woodwork shall have handling marks or 
effects of exposure to moisture removed with a thorough final sanding over 
surfaces of the exposed portions, using appropriate grit sandpaper, and shall be 
cleaned prior to applying sealer or finish. Sanding shall be completed just prior to 
stain or finishing application. 

.2 Concealed surfaces of woodwork that might be exposed to moisture, such as those 
adjacent to exterior concrete or masonry walls, shall be back-primed. 

.3 Comply with referenced quality standard in Part 1 for sanding, filling countersunk 
fasteners, sealing concealed surfaces and similar preparations for finishing of 
architectural woodwork, as applicable to each unit of work. 

2.7 Fabrication 

.1 Fabricate woodwork to dimensions, profiles, and details indicated with openings and 
mortises pre-cut, where possible, to receive hardware and other items of work. 
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.2 Complete fabrication, assembly, finishing, hardware application, and other work before 
shipment to maximum extent possible. Trial fit in shop and disassemble components only 
as necessary for shipment and installation. Where necessary, provide ample allowance 
for scribing, trimming, and fitting. Reassemble with concealed fasteners. 

.3 Provide woodwork, solid tops and other indicated materials with pre-cut openings, where 
possible, for hardware, appliances, plumbing fixtures, electrical work, telephone cut-outs 
and similar items. Locate openings accurately and provide proper size and shape. Smooth 
edges of cut-outs and, where located in countertops, seal edges of cut-outs with a water-
resistant coating. 

.4 Provide framing for architectural woodwork, complete with bracing and fastening devices 
as required for a rigid installation, and as required to sustain the imposed loads. 

.5 Reinforcing shown is minimum. Provide additional reinforcing as required to ensure a rigid 
assembly. Take responsibility for the stability of furniture and fitments. 

.6 Provide balancing sheets as required, and specified, complying with the North American 
Architectural Woodwork Standards 4.0. 

.7 Provide surface mount blocking and strapping necessary to support the work of this 
section.  Such blocking shall not be exposed upon completion of work. 

.8 Prefinish work at the factory, except where specified or indicated otherwise. 

.9 Solid wood edging:  No end grain shall be visible; mitre external corners; house internal 
corners. 

2.8 Fabrication - Solid Surfacing  

.1 Fabricate components in shop to greatest extent practical to size and shape indicated, in 
accordance with reviewed shop drawings and manufacturer's written requirements.  

.2 Form joints between components using manufacturer's standard joint adhesive. Joints 
shall be inconspicuous in appearance and without voids. Attach 100 mm (4") wide solid 
surfacing material reinforcing strip under joints.  

.3 Provide holes and cut-outs as indicated or as required. 

.4 Rout and finish component edges to a smooth, uniform finish. Rout cut-outs then sand 
edges smooth. Repair or reject defective or inaccurate work.  

.5 Surfaces shall have a uniform finish. 

PART 3 - EXECUTION 

3.1 Preparation 

.1 Condition woodwork to field conditions in installation areas before installing. Ensure that 
field conditions have been provided as requested and specified.   

.2 Before installing architectural woodwork, examine shop-fabricated work for completion 
and complete work as required, including back priming and removal of packing. 

.3 Provide grounds, nailers and other required fabrications which are to be built into other 
work when required. 
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.4 Ensure that wall and ceiling variations are not in excess of 6.4 mm (1/4") in 3658 mm 
(144") and that floors are not in excess of 12.7 mm (1/2") in 3658 mm (144") of being 
plumb, level, flat, straight, square, of the correct size.  Variations shall be corrected prior 
to installation of work of this section. 

.5 Report conditions contrary to requirements preventing proper installation.  Do not proceed 
with the installation until unsatisfactory conditions have been corrected. 

3.2 Installation 

.1 Install woodwork to comply with North American Architectural Woodwork Standards 4.0 
for same grade specified in Part 1 of this section for type of woodwork involved. 

.2 Install woodwork plumb, level, true, and straight with no distortions. 

.3 Scribe and cut woodwork to fit adjoining work and refinish cut surfaces or repair damaged 
finish at cuts. 

.4 Anchor woodwork to anchors or blocking built in or directly attached to substrates. Secure 
to grounds, stripping and blocking with countersunk, concealed fasteners and blind nailing 
as required for a complete installation. Except where prefinished matching fastener heads 
are required, use fine finishing nails for exposed nailing, countersunk and filled flush with 
woodwork and matching final finish where transparent finish is indicated. 

.5 Complete the finishing work specified in this section to whatever extent not completed at 
shop or before installation of woodwork. 

3.3 Installation - Tolerances 

.1 Install to a tolerance of 3 mm in 2400 mm (1/8" in 8’-0”) for plumb and level (including 
tops) and with no variations in flushness of adjoining surfaces unless otherwise acceptable 
in accordance with the North American Architectural Woodwork Standards 4.0. 

3.4 Adjusting and Cleaning 

.1 Repair damaged and defective woodwork where possible to eliminate defects functionally 
and visually; where not possible to repair, replace woodwork. 

.2 Clean, lubricate, and adjust hardware. 

.3 Clean woodwork on exposed and semi-exposed surfaces. Touch up factory-applied 
finishes to restore damaged or soiled areas. 

3.5 Protection 

.1 Protect architectural woodwork during remainder of construction period to ensure that 
work will be without damage or deterioration at time of acceptance. 

.2 Provide final protection and maintain conditions, in a manner acceptable to manufacturer 
and installer, that ensure that woodwork is without damage or deterioration at time of 
Substantial Performance of the Work. 

END OF SECTION 
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Abbreviations 

 

RH = Right Hand RHA = Right Hand Active SS = Single Slider 

LH = Left Hand LHA = Left Hand Active BP = Bi-Parting Slider 

RHR = Right Hand Reverse RHA/LHA = Right & Left Hands Active BF = Bi-Folding Slider 

LHR = Left Hand Reverse RHRA/LHRA = Right & Left Hand Reverse Active  TS = Telescopic Slider 

RHRA = Right Hand Reverse Active DA = Double Acting PKT = Pocket Slider 

LHRA = Left Hand Reverse Active DE = Double Egress  

 

NOTE: The handing of a swing door is determined by placing yourself on the secured or 

keyed side of the door.  

 

 
 

Secure Side

LH
     

Secure Side

RH
 

 
 

Secure Side

LHR

     Secure Side

RHR

 
 

 

 

Secure Side

LHA

Leaf is Secured

  

Secure Side

RHA

Leaf is Secured

 
 

 
 

 

Door Handing’s 

https://www.stantec.com/en
http://www.spydersc.com/
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Secure Side

RHRA

Leaf is Secured

  Secure Side

LHRA

Leaf is Secured

 
 

 
 

Secure Side

LHRA/RHRA

  

Secure Side

LHA/RHA
 

  

 

DA – 

Double Acting

    

DE- Double Egress

 

 
 

PKT- Pocket Door

Wall

Wall

Wall

  

WallWall

SS- Single Sliding Door  
 

 

WallWall

BP- Bi Parting Sliding Door
  

WallWall

BPS- Bi Passing Sliding Door
 

 

https://www.stantec.com/en
http://www.spydersc.com/
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NOTE:  Only those products / brands listed here are acceptable and should be used to form a bid price.  No 

unsolicited products will be considered. If acceptable alternates are listed here those too can be used to form 

a bid price provided, they are exactly the same as the specified item. If using an alternate product to form a 

price it is the bidder’s responsibility to ensure that product is identical in every way to the specified item. If no 

alternates are listed, no alternate products are acceptable.    

 

Product Type Product# Manufacturer Alternate 

Manufacturer 1 

Alternate 

Manufacturer 2 
Butt Hinge CB1900 Best   

Lockset L9000 series Schlage   

Exit Device 98 series Von Duprin   

Electric Strike 1500 / 1006 HES   

Overhead Stop 100 series Glynn Johnson   

Door Closer 4040XP series LCN   

Auto Door Operator SW200i Besam   

ICU Sliding Doors Versamax 2.0 ICU Sliding 

Door 
Besam   

Touchless Restroom 

Control Kit 

CX-WC16 
Camden   

Emergency Call Kit CX-WEC10K2 Camden   

Power Transfer EPT10 Von Duprin   

Double Acting 

Continuous Hinge 

DSH1000 
Pemko   

Emergency Release Stop ERS Pemko   

Kick / Armour Plate K10 series Standard Metal   

Edge Guard K42 Standard Metal   

Full Frame Guard K50 Standard Metal   

Flush Bolt F65UL Standard Metal   

Door Bottom CT-54 KN Crowder   

Smoke / Sound Seal W-66 KN Crowder   

Door Sweep W-24S KN Crowder   

Touchless Actuator CM-331/43S-SGLR Camden   

Touchless Actuator CM-331/42-SWSGLR Camden   

Logic Relay CX-33 Camden   

Sliding Door Kit CCSF-JST KN Crowder   

Elec. Sliding Door Lock XGT-202-PD97 ATL 80-S7 Inox   

 

 

 

 

 

 

Products & Alternatives 

https://www.stantec.com/en
http://www.spydersc.com/
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Fire Rated

- Door has a fire rating and all associated hardware must have a fire label to suit. Must comply with local requirements.   

 

Barrier Free
- Door is automatic and is equipped with an auto operator. Door must meet local barrier free codes 

 

Electrical

- Door has an electrical requirement and requires power to be brought to the appropriate location above the door or to the 

latch, for either security or barrier free applications. Refer to security & electrical drawings for further information.  

 

Card Access

- Door requires security card access. Refer to security / electrical drawings for further information.  

 
Abbreviations 

Door:       Frame: 
HMD = Hollow Metal Door    HMF = Hollow Metal Frame  

IHMD = Insulated Hollow Metal Door   ALF = Aluminum Frame 

ALD = Aluminum Door    Cased Open HMF = Cased Open Hollow Metal Frame 

IC-ALD = Insulated Clad Aluminum Door  WDF = Wood Frame    

SCWD = Solid Core Wood Door   Cased Open WDF = Cased Open Wood Frame 

HCWD = Hollow Core Wood Door   Cased Open Drywall = Cased Open Drywall 

FGD = Frameless Glass Door     

FRP = Fiberglass Reinforced Plastic Door 

OHD = Overhead Door 

 

Fire Ratings: 
0 HR – Zero Hour Fire Rating / Smoke Barrier      

20 MIN – 20 Minute Fire Rating 

¾ HR – 45 Minute Fire rating 

1 ½ HR – 90 Minute Fire Rating  

2 HR – 120 Minute Fire Rating 

3 HR – 180 Minute Fire Rating 

 

Disclaimer 

 

Weblinks: 

Weblinks do change from time to time as manufacturers move around their websites, please inform us if you have a none functioning 

weblink.  

Symbols 

https://www.stantec.com/en
http://www.spydersc.com/
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Heading# 1 

                   
Opening Information 

Opening Type: Pair Opening Size: 1 – 1067 & 1 - 508 x 2135 x 45 STC Rating  None 

Door Material: HMD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4502 Location: Stretcher G4504 To Ultrasound G4502 Handing: LHA 

 

By Hardware Supplier 

6 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Flush Bolt F65UL 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Classroom Lockset L9070BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Overhead Stop 105F (With Hold Open) 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson 
 ☐ 

1 Door Closer 4040XP REG ST-1630 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Drop Plate 4040XP-18TJ 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Kick Plate K10A 250 x 1029 x Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10A 864 x 1029 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Kick Plate K10A 250 x 470 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10A 864 x 470 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

2 Door Edge Guard K42F x 2134 x 3M Tape (Size to Suit Door Height) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

2 Frame Guard K51F x 1220 x 3M Tape (Width to Suit Jamb Profile) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

W
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HARDWARE SCHEDULE 

https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://smhardware.com/product/manual-flush-bolt-for-metal-doors/
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/93-non-mortise-edge-guard/
https://www.smhardware.com/product/frame-wrap-half/
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1 Wall Stop S121 x C32D 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Astragal Welded Z Astragal by Door Supplier    ☐ 

1 Smoke / Sound Seal W-66 x 8000 Black KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 1067 

630 / US32D / 

Satin Stainless 

Steel 

KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 508 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Owner 

1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 

 
 

End of Heading  
 

    
   

Heading# 2 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: HMD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4503 Location: Stretcher G4504 To WR G4503 Handing: DA 

 

By Hardware Supplier 

1 
Double Acting 

Cont. Hinge 
DSH1000 x 2135 

628 / US28 / 

Clear Anodized 
Pemko  ☐ 

1 
Emergency Release 

Stop 
ERS-M-2135-C-Notch x HT 

628 / US28 / 

Clear Anodized 
Pemko 

 ☐ 

1 Privacy Set L9040 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Overhead Stop 104S (notch both sides of door) 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson 
 ☐ 

1 Kick Plate K10A 250 x 852 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 852 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Sweep W-24S-SS x 890 

630 / US32D / 

Satin Stainless 

Steel 

KN Crowder  ☐ 

 

 

End of Heading  
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https://www.stantec.com/en
http://www.spydersc.com/
https://smhardware.com/product/convex-wrought-wall-stop/
https://smhardware.com/product/93-surface-edge-guard/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
https://www.assaabloydooraccessories.us/en/products/hinges/continuous-pin-barrel-hinges/behavioral-health-hinges/pemkodsh1000/
https://content.assaabloyusa.com/doc/AADSS1051055&.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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Electrical

 
Card Access

 

  

   
Heading# 3 

                   
Opening Information 

Opening Type: Single Opening Size: 1 – 1067 & 1 - 610 x 2135 x 45 STC Rating  None 

Door Material: HMD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4504 Location: Ex Corridor G4-18 To Strecher G4504 Handing: LHA 

 

By Hardware Supplier 

6 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Power Transfer EPT-10 

630 / US32D / 

Satin Stainless 

Steel 

Von Duprin  ☐ 

1 
Combination Flush 

Bolt 
FB51T 

630 / US32D / 

Satin Stainless 

Steel 

Ives  ☐ 

1 Storeroom Lockset L9080BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Electric Strike 1006CS 

630 / US32D / 

Satin Stainless 

Steel 

HES 
 ☐ 

2 Door Closer 4040XP REG ST-1630 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

2 Drop Plate 4040XP-18TJ 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Overhead Stop 105S  

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Overhead Stop 102S  

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Coordinator COR52 

689 / US28 / 

Painted 

Aluminum 

Ives  ☐ 

2 
Magnetic Hold 

Open 
SEM 7830 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Kick Plate K10A 250 x 1029 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10A 864 x 1029 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Kick Plate K10A 250 x 572 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://allegion.ca/content/dam/allegion-us-2/web-documents-2/DataSheet/Von_Duprin_Electrical_Power_Transfer_Data_Sheet_110106.pdf
https://allegion.ca/content/us-allegion/language-masters/en/products/brands/ives/flush-bolts.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.hesinnovations.com/en/products/electric-strikes/1006-series
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://allegion.ca/content/dam/allegion-us-2/web-documents-2/Catalog/LCN_SEM_Series_Magnet_Holders_Catalog_106533.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
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1 Armour Plate K10A 864 x 572 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Edge Guard K42F x 2134 x 3M Tape (Size to Suit Door Height) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Edge Guard 
K42F x 2134 x 3M Tape (Size to Suit Door Height) – E/S 

PREP 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

2 Frame Guard K51F x 1220 x 3M Tape (Width to Suit Jamb Profile) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Astragal Welded Z Astragal by Door Supplier    ☐ 

1 Smoke / Sound Seal W-66 x 8000 Black KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 1067 

630 / US32D / 

Satin Stainless 

Steel 

KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 610 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Security Supplier 

1 Card Reader By Security Supplier to Suit Existing System    ☐ 

1 Door Contact By Security Supplier   
 ☐ 

1 Request to Exit By Security Supplier    ☐ 

1 Power Supply By Security Supplier    ☐ 

1 Access Controller By Security Supplier   
 ☐ 

1 FA Integration  FA Integration for Magnetic Hold Open     

By Owner 

1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 

 
 

End of Heading  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.stantec.com/en
http://www.spydersc.com/
https://smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/93-non-mortise-edge-guard/
https://www.smhardware.com/product/93-non-mortise-edge-guard/
https://www.smhardware.com/product/frame-wrap-half/
https://smhardware.com/product/93-surface-edge-guard/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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Electrical

 
Card Access

 

  

   
Heading# 4 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: HMD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4505 Location: Ex Corridor G4-17 To Team Room G4505 Handing: LH 

 

By Hardware Supplier 

3 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Storeroom Lockset L9080BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Electric Strike 1006CS 

630 / US32D / 

Satin Stainless 

Steel 

HES 
 ☐ 

1 Door Closer 4040XP REG ST-1630 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Drop Plate 4040XP-18TJ 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Overhead Stop 104S 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Kick Plate K10A 250 x 927 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 927 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Smoke / Sound Seal W-66 x 5400 Black KN Crowder  ☐ 

1 Auto Door Bottom CT-54 x 965 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Security Supplier 

1 Card Reader By Security Supplier to Suit Existing System    ☐ 

1 Door Contact By Security Supplier   
 ☐ 

1 Request to Exit By Security Supplier    ☐ 

1 Power Supply By Security Supplier    ☐ 

1 Access Controller By Security Supplier   
 ☐ 

By Owner 

1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.hesinnovations.com/en/products/electric-strikes/1006-series
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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End of Heading  
 

Electrical

 
Card Access

 

  

   
Heading# 5 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: SCWD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4507 Location: Ex Corridor G6-17 To Control G4507 Handing: RH 

 

By Hardware Supplier 

3 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Storeroom Lockset L9080BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Electric Strike 1006CS 

630 / US32D / 

Satin Stainless 

Steel 

HES 
 ☐ 

1 Door Closer 4040XP REG ST-1630 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Drop Plate 4040XP-18TJ 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Overhead Stop 104S 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Kick Plate K10A 250 x 927 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 927 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Smoke / Sound Seal W-66 x 5400 Black KN Crowder  ☐ 

1 Auto Door Bottom CT-51 x 965 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Security Supplier 

1 Card Reader By Security Supplier to Suit Existing System    ☐ 

1 Door Contact By Security Supplier   
 ☐ 

1 Request to Exit By Security Supplier    ☐ 

1 Power Supply By Security Supplier    ☐ 

1 Access Controller By Security Supplier   
 ☐ 

By Owner 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.hesinnovations.com/en/products/electric-strikes/1006-series
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 

 
 

End of Heading  
 

    
   

Heading# 6 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: SCWD-LL Frame Material: HMF-LL Fire Rating None 

 

 

1 Total Openings 

1 Door# G4507A Location: Control G4507 To CT C4508 Handing: RH 

 

By Hardware Supplier 

4 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Passage Latchset L9010 x 17B x XL11-515 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Door Closer 4040XP PA 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Overhead Stop 104S 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Kick Plate K10A 250 x 927 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 927 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Smoke / Sound Seal W-66 x 5400 Black KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 965 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

 
 

End of Heading  
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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Electrical

 Barrier Free
 

  

   
Heading# 7 

                   
Opening Information 

Opening Type: Pair Opening Size: 1-1220 / 1-610 x 2134 x 45 STC Rating  None 

Door Material: HMD-LL Frame Material: HMF-LL Fire Rating None 

 

 

1 Total Openings 

1 Door# G4508 Location: Ex Corridor G6-17 To CT G4508 Handing: LHA 

 

By Hardware Supplier 

8 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Power Transfer EPT-10 

630 / US32D / 

Satin Stainless 

Steel 

Von Duprin  ☐ 

1 
Combination Flush 

Bolt 
FB51T 

630 / US32D / 

Satin Stainless 

Steel 

Ives  ☐ 

1 
Latch Retraction 

Storeroom Lockset 
L9692EL-BDC 17B x XL11-515 

630 / US32D / 

Satin Stainless 

Steel 

Schlage  ☐ 

1 Overhead Stop 106S 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Wall Stop S121 (Inactive Door) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10F – 864 x 1150 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10F – 864 x 572 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A – 152 x 1150 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A – 152 x 572 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Edge Guard K42F x 2134 x 3M Tape (Size to Suit Door Height) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

2 Frame Guard K51F x 1220 x 3M Tape (Width to Suit Jamb Profile) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Gasketing W-66 X 8500 Black KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 1220 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 610 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://allegion.ca/content/dam/allegion-us-2/web-documents-2/DataSheet/Von_Duprin_Electrical_Power_Transfer_Data_Sheet_110106.pdf
https://allegion.ca/content/us-allegion/language-masters/en/products/brands/ives/flush-bolts.html
https://allegion.ca/content/dam/allegion-us-2/web-files/schlage/information-documents/Schlage_L_Series_Cut_Sheet_113141.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://www.smhardware.com/product/convex-cast-wall-stop-2/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/93-non-mortise-edge-guard/
https://www.smhardware.com/product/frame-wrap-half/
https://www.kncrowder.com/product/w-66
https://www.kncrowder.com/product/w-24s
https://www.kncrowder.com/product/w-24s
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1  Astragal By Lead Lined Door Manufacturer 
600 / USP / 

Primed 
  ☐ 

2 Door Contact DPS-M-BK Black Securitron  ☐ 

1 Power Supply  PS902 x 900-2RS Black Von Duprin  ☐ 

By Automatics Supplier 

1 Auto Operator SW200i Pull x 1296mm header 

689 / US28 / 

Painted 

Aluminum 

Besam  ☐ 

2 Touchless Button CM-331/42-SWSGLR 

630 / US32D / 

Satin Stainless 

Steel 

Camden 
 
☐ 

1 Logic Relay CX-33  Camden 
 ☐ 

1 Safety Sensor Kit 10LZRFLATSCAN-SWB Black BEA  ☐ 

1 DOME LIGHT X-RAY IN USE LIGHT     

 
Notes: 

•     120VAC is required at the head of the door for all barrier free door operators, 15A dedicated circuit. Wall/Frame must be 

reinforced for automatic operator mounting, all conduit and back boxes with pull cords are to be provided by the electrical 

contractor. 

•     Electrician to confirm with auto operator supplier the location and quantity of wires required prior to pulling wires.  

 

End of Heading  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.stantec.com/en
http://www.spydersc.com/
https://www.assaabloyesh.com/en/products/system-accessories/door-position-monitoring/securitron-dps-w-dps-m/
https://www.assaabloyesh.com/en/products/system-accessories/door-position-monitoring/securitron-dps-w-dps-m/
https://www.assaabloyentrance.com/ca/en/solutions/products/automatic-doors/swing-doors/swing-door-operators/surface-mounted/assa-abloy-sw200i-surface-mounted-door-operator
https://www.camdencontrols.com/category/activation/Hands_Free_Switches/products/SureWave_Touchless_Switches
https://www.camdencontrols.com/products/CX_33
https://us.beasensors.com/en/product/lzr-flatscan-sw/


                                                   SHN Satellite Imaging Renovation     08 71 00 

 

 

                                      26 Dale Crescent, Cookstown, Ontario, L0L 1L0                                 spydersc.com           

416-910-8472                                                                   alex.b@spydersc.com                                                           Page 16 of 24 

 

 

    
   

Heading# 8 

                   
Opening Information 

Opening Type: Sliding Opening Size: 15’4 STC Rating  None 

Door Material: AL Frame Material: AL Fire Rating None 

 

 

1 Total Openings 

1 Door# G4509 Location: CT C4508 To CT Equip G4509 Handing: RH 

 

 

 

 

*ALL HARDWARE PROVIDED BY SLIDING ALUMINUM DOOR/SCREEN SYSTEM PROVIDER 
 

End of Heading  
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https://www.stantec.com/en
http://www.spydersc.com/
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Electrical

 

   

   
Heading# 9 

                   
Opening Information 

Opening Type: Pair Opening Size: 1-1067/ 1-457 x 2134 x 45 STC Rating  None 

Door Material: HMD-LL Frame Material: HMF-LL Fire Rating None 

 

 

1 Total Openings 

1 Door# G4511 Location: Ex Corridor G6-17 To X-RAY G4511 Handing: RHA 

 

By Hardware Supplier 

8 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Power Transfer EPT-10 

630 / US32D / 

Satin Stainless 

Steel 

Von Duprin  ☐ 

1 
Combination Flush 

Bolt 
FB51T 

630 / US32D / 

Satin Stainless 

Steel 

Ives  ☐ 

1 
Latch Retraction 

Storeroom Lockset 
L9092EL-BDC 17B x XL11-51573 

630 / US32D / 

Satin Stainless 

Steel 

Schlage  ☐ 

1 Overhead Stop 6ADJ-536 

689 / US28 / 

Painted 

Aluminum 

Rixson  ☐ 

1 Closer 74-281-O 

689 / US28 / 

Painted 

Aluminum 

Sargent  ☐ 

1 Wall Stop S121 (Inactive Door) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10F – 864 x 997 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10F – 864 x 419 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A – 152 x 997 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A – 152 x 419 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Edge Guard K42F x 2134 x 3M Tape (Size to Suit Door Height) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

2 Frame Guard K51F x 1220 x 3M Tape (Width to Suit Jamb Profile) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Gasketing W-66 X 8500 Black KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 1067 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://allegion.ca/content/dam/allegion-us-2/web-documents-2/DataSheet/Von_Duprin_Electrical_Power_Transfer_Data_Sheet_110106.pdf
https://allegion.ca/content/us-allegion/language-masters/en/products/brands/ives/flush-bolts.html
https://allegion.ca/content/dam/allegion-us-2/web-files/schlage/information-documents/Schlage_L_Series_Cut_Sheet_113141.pdf
https://www.nortonrixson.com/en/products/stops-and-holders/product-details.aehpdp-6adj-series-aeh_norton_68311
https://www.sargentlock.com/en/commercial-locks-products/Door-Controls/Door-Closers/product-details.aehpdp-281-aeh_sargent_81771
https://www.smhardware.com/product/convex-cast-wall-stop-2/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/93-non-mortise-edge-guard/
https://www.smhardware.com/product/frame-wrap-half/
https://www.kncrowder.com/product/w-66
https://www.kncrowder.com/product/w-24s
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1 Door Sweep W-24S-SS x 457 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

1  Astragal By Lead Lined Door Manufacturer 
600 / USP / 

Primed 
  ☐ 

2 Door Contact DPS-M-BK Black Securitron  ☐ 

1 Power Supply  PS902 x 900-2RS Black Von Duprin  ☐ 

1 DOME LIGHT X-RAY IN USE LIGHT     

 
 

End of Heading  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.stantec.com/en
http://www.spydersc.com/
https://www.kncrowder.com/product/w-24s
https://www.assaabloyesh.com/en/products/system-accessories/door-position-monitoring/securitron-dps-w-dps-m/
https://www.assaabloyesh.com/en/products/system-accessories/door-position-monitoring/securitron-dps-w-dps-m/
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Electrical

 
Card Access

 

  

   
Heading# 10 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: SCWD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4512 Location: Ex Corridor G6-17 To Control G4512 Handing: RH 

 

By Hardware Supplier 

3 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Storeroom Lockset L9080BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Electric Strike 1006CS 

630 / US32D / 

Satin Stainless 

Steel 

HES 
 ☐ 

1 Door Closer 4040XP REG ST-1630 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Drop Plate 4040XP-18TJ 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Overhead Stop 104S 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Kick Plate K10A 250 x 927 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 927 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Smoke / Sound Seal W-66 x 5400 Black KN Crowder  ☐ 

1 Auto Door Bottom CT-51 x 965 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Security Supplier 

1 Card Reader By Security Supplier to Suit Existing System    ☐ 

1 Door Contact By Security Supplier   
 ☐ 

1 Request to Exit By Security Supplier    ☐ 

1 Power Supply By Security Supplier    ☐ 

1 Access Controller By Security Supplier   
 ☐ 

By Owner 

1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.hesinnovations.com/en/products/electric-strikes/1006-series
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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End of Heading  
 

Electrical

 

   

   
Heading# 11 

                   
Opening Information 

Opening Type: Pair Opening Size: 1-1067/ 1-457 x 2134 x 45 STC Rating  None 

Door Material: HMD-LL Frame Material: HMF-LL Fire Rating None 

 

 

1 Total Openings 

1 Door# G4513 Location: Ex Corridor G6-17 To X-RAY G4513 Handing: LHA 

 

By Hardware Supplier 

8 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Power Transfer EPT-10 

630 / US32D / 

Satin Stainless 

Steel 

Von Duprin  ☐ 

1 
Combination Flush 

Bolt 
FB51T 

630 / US32D / 

Satin Stainless 

Steel 

Ives  ☐ 

1 
Latch Retraction 

Storeroom Lockset 
L9092EL-BDC 17B x XL11-51573 

630 / US32D / 

Satin Stainless 

Steel 

Schlage  ☐ 

1 Overhead Stop 6ADJ-536 

689 / US28 / 

Painted 

Aluminum 

Rixson  ☐ 

1 Closer 74-281-O 

689 / US28 / 

Painted 

Aluminum 

Sargent  ☐ 

1 Wall Stop S121 (Inactive Door) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10F – 864 x 997 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Armour Plate K10F – 864 x 419 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A – 152 x 997 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A – 152 x 419 x 3M Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Edge Guard K42F x 2134 x 3M Tape (Size to Suit Door Height) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

2 Frame Guard K51F x 1220 x 3M Tape (Width to Suit Jamb Profile) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://allegion.ca/content/dam/allegion-us-2/web-documents-2/DataSheet/Von_Duprin_Electrical_Power_Transfer_Data_Sheet_110106.pdf
https://allegion.ca/content/us-allegion/language-masters/en/products/brands/ives/flush-bolts.html
https://allegion.ca/content/dam/allegion-us-2/web-files/schlage/information-documents/Schlage_L_Series_Cut_Sheet_113141.pdf
https://www.nortonrixson.com/en/products/stops-and-holders/product-details.aehpdp-6adj-series-aeh_norton_68311
https://www.sargentlock.com/en/commercial-locks-products/Door-Controls/Door-Closers/product-details.aehpdp-281-aeh_sargent_81771
https://www.smhardware.com/product/convex-cast-wall-stop-2/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/metal-door-plate/
https://www.smhardware.com/product/93-non-mortise-edge-guard/
https://www.smhardware.com/product/frame-wrap-half/
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1 Gasketing W-66 X 8500 Black KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 1067 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

1 Door Sweep W-24S-SS x 457 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

1  Astragal By Lead Lined Door Manufacturer 
600 / USP / 

Primed 
  ☐ 

2 Door Contact DPS-M-BK Black Securitron  ☐ 

1 Power Supply  PS902 x 900-2RS Black Von Duprin  ☐ 

1 DOME LIGHT X-RAY IN USE LIGHT     

 
 

End of Heading  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.stantec.com/en
http://www.spydersc.com/
https://www.kncrowder.com/product/w-66
https://www.kncrowder.com/product/w-24s
https://www.kncrowder.com/product/w-24s
https://www.assaabloyesh.com/en/products/system-accessories/door-position-monitoring/securitron-dps-w-dps-m/
https://www.assaabloyesh.com/en/products/system-accessories/door-position-monitoring/securitron-dps-w-dps-m/
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Electrical

 
Card Access

 

  

   
Heading# 12 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: SCWD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4516 Location: Ex Corridor  To 
existing Staff WR 

G4516 
Handing: LH 

 

By Hardware Supplier 

3 
Heavy Weight Butt 

Hinge 
HT-CB1901 127 x 114 

652 / US26D / 

Satin Chrome 
Best  ☐ 

1 Storeroom Lockset L9080BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Electric Strike 1006CS 

630 / US32D / 

Satin Stainless 

Steel 

HES 
 ☐ 

1 Door Closer 4040XP REG ST-1630 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Drop Plate 4040XP-18TJ 

689 / US28 / 

Painted 

Aluminum 

LCN  ☐ 

1 Overhead Stop 104S 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson  ☐ 

1 Kick Plate K10A 250 x 927 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 927 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Smoke / Sound Seal W-66 x 5400 Black KN Crowder  ☐ 

1 Auto Door Bottom CT-51 x 965 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Security Supplier 

1 Card Reader By Security Supplier to Suit Existing System    ☐ 

1 Door Contact By Security Supplier   
 ☐ 

1 Request to Exit By Security Supplier    ☐ 

1 Power Supply By Security Supplier    ☐ 

1 Access Controller By Security Supplier   
 ☐ 

1 Push to Lock Button By Security Supplier (Disables outside CR)    ☐ 

By Owner 

1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.bestaccess.com/wp-content/uploads/2021/12/SAH007_BEST_3-Knuckle_CB_Hinges-final.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.hesinnovations.com/en/products/electric-strikes/1006-series
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://www.allegion.ca/en/home/products/categories/door-control/lcn-4040xp.html
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/self-adhesive/37
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
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End of Heading  
 

Electrical

 Barrier Free
 

  

   
Heading# 13 

                   
Opening Information 

Opening Type: Single Opening Size: 965 x 2135 x 45 STC Rating  None 

Door Material: SCWD Frame Material: HMF Fire Rating None 

 

 

1 Total Openings 

1 Door# G4518 Location: 
Waiting Area Fracture 

G4517 
To WR G4518 Handing: DA 

 

By Hardware Supplier 

1 
Double Acting 

Cont. Hinge 
DSH1000 x 2135 

628 / US28 / 

Clear Anodized 
Pemko  ☐ 

1 
Emergency Release 

Stop 
ERS-M-2135-C-Notch x HT 

628 / US28 / 

Clear Anodized 
Pemko 

 ☐ 

1 Storeroom Lockset L9080BDC 17B 
626 / US26D / 

Satin Chrome 
Schlage 

 ☐ 

1 Electric Strike 1500C (fail Safe) 

630 / US32D / 

Satin Stainless 

Steel 

HES 
 ☐ 

1 Overhead Stop 104S (notch both sides of door) 

630 / US32D / 

Satin Stainless 

Steel 

Glynn Johnson 
 ☐ 

1 Kick Plate K10A 250 x 852 Tape 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Mop Plate K10A 150 x 852 Tape (Pull Side) 

630 / US32D / 

Satin Stainless 

Steel 

Standard 

Metal  ☐ 

1 Door Sweep W-24S-SS x 965 
628 / US28 / 

Clear Anodized 
KN Crowder  ☐ 

By Automatics Supplier 

1 Auto Operator SW200i DBL Acting x 1141mm header 

689 / US28 / 

Painted 

Aluminum 

Besam  ☐ 

1 
Touchless Restroom 

Control Kit 
CX-WC16 

630 / US32D / 

Satin Stainless 

Steel 

Camden 
 ☐ 

1 Emergency Call Kit CX-WEC10K2 

630 / US32D / 

Satin Stainless 

Steel 

Camden  ☐ 

By Owner 

1 Permanent Cylinder By SHN Locksmith 
626 / US26D / 

Satin Chrome 
Best  ☐ 

 
Notes: 
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https://www.stantec.com/en
http://www.spydersc.com/
https://www.assaabloydooraccessories.us/en/products/hinges/continuous-pin-barrel-hinges/behavioral-health-hinges/pemkodsh1000/
https://content.assaabloyusa.com/doc/AADSS1051055&.pdf
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Schlage_L_Series_Catalog_102899.pdf
https://www.hesinnovations.com/en/products/electric-strikes/1500-series
https://us.allegion.com/content/dam/allegion-us-2/web-documents-2/Catalog/Glynn-Johnson_Overhead_Door_Holders.Stops_Catalog_101401.pdf
https://smhardware.com/product/metal-door-plate/
https://smhardware.com/product/metal-door-plate/
https://www.kncrowder.com/category/products/weatherstrip/35/sweeps/39
https://www.assaabloyentrance.com/ca/en/solutions/products/automatic-doors/swing-doors/swing-door-operators/surface-mounted/assa-abloy-sw200i-surface-mounted-door-operator
https://www.camdencontrols.com/category/control/Restroom_Control/products/WC_Restroom_Control_Kits/kits
https://www.camdencontrols.com/category/control/Restroom_Control/products/CX_WEC_Series


                                                   SHN Satellite Imaging Renovation     08 71 00 

 

 

                                      26 Dale Crescent, Cookstown, Ontario, L0L 1L0                                 spydersc.com           

416-910-8472                                                                   alex.b@spydersc.com                                                           Page 24 of 24 

 

•     120VAC is required at the head of the door for all barrier free door operators, 15A dedicated circuit. Wall/Frame must be 

reinforced for automatic operator mounting, all conduit and back boxes with pull cords are to be provided by the electrical 

contractor.   

•      Electrician to confirm wire locations with auto door operator supplier prior to pulling wires. 

 

 

End of Heading  
 

 

END OF SCHEDULE 

 

 

https://www.stantec.com/en
http://www.spydersc.com/
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Stantec Architectural Ltd. 

PART 1 - GENERAL 

1.1 Summary 

.1 Section includes: 

.1 Hygienic wall panel system (HWS). 

1.2 Administrative Requirements 

.1 Coordination: 

.1 Coordination of work: coordinate layout, penetrations and installation of work of 
this section with work of other sections.  

.2 Conduct a pre-installation meeting in accordance with Section 01 31 19. 

1.3 Submittals 

.1 Submit required submittals in accordance with Section 01 33 00. 

.2 Product data:  

.1 Submit Product data sheets for Products proposed for use in the work of this 
section. 

.3 Shop drawings: 

.1 Submit shop drawings to show layout, treatment at walls, and other objects. 
Indicated details of proposed treatment where materials meet other materials. 

.4 Samples:  

.1 Submit sample panels in triplicate on 305 mm x 305 mm (12"x 12") showing each 
finish and colour.  

.2 Submit samples of each accessory type product specified. 

.3 Identify each sample as to project, finish, colour name, number.  

1.4 Closeout Submittals 

.1 Submit closeout submittals in accordance with Section 01 78 00. 

.2 Operation and maintenance data: 

.1 Submit manufacturer’s operation and maintenance instructions for inclusion in the 
operation and maintenance manuals. 

1.5 Quality Assurance 

.1 Qualifications:  

.1 Installers: Shall have 5 years’ experience, minimum, in application of Products, 
systems and assemblies specified and with approval and training of Product 
manufacturers. 
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Stantec Architectural Ltd. 

1.6 Site Conditions 

.1 Maintain surface and air temperatures between 18°C and 26°C for twenty four (24) hours 
preceding installation, during installation, and for forty eight (48) hours thereafter. 

1.7 Warranty 

.1 Warrant work of this section in accordance with Section 01 78 36. 

PART 2- PRODUCTS 

2.1 Performance/Design Requirements 

.1 Flammability: 

.1 Flame spread rating of less than 25, Smoke developed less than 300, in 
accordance with CAN/ULC-S102-10.  

2.2 Hygienic Panel Wall System 

.1 HWS: 

.2 Description: 

.1 Hygienic, impact resistant, water-resistant, low VOC, antimicrobial, PVC wall 
system. 

.2 Surface: smooth. 

.3 Antimicrobial: HACCP certified. 

.4 Impact resistance: in accordance with ASTM D5420-21, exceeds 160 inch lbs. 

.5 Fungi resistance: zero, in accordance with ASTM G21-15(2021)e1. 

.6 Mold resistance: 10, in accordance with ASTM D3273-21. 

.7 UV exposure: in accordance with ASTM G154-23. 

.8 Colours:  

.1 WP1: Linen. 

.2 WP3: White. 

.3 WP2: Linen. [Added by Addendum No. 1] 

.9 Acceptable Products: 

.1 Altro ‘Whiterock’. 

.2 Substitutions: in accordance with 01 25 00. 

.3 Panel fixing method: As recommended by panel manufacturer. 

.4 Welding rod: as recommended by panel manufacturer. 

.5 Sealant: as recommended by panel manufacturer. 

.6 Panel cleaning materials: as recommended by panel manufacturer. 
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Stantec Architectural Ltd. 

PART 3 - EXECUTION 

3.1 Examination 

.1 Verify that specified site conditions exist before commencing the work of this section.  

.2 Examine surfaces to receive wall panel system. Report unsatisfactory conditions 
immediately to Consultant. The work of this section shall not proceed until unsatisfactory 
conditions have been corrected. 

.3 Substrate surface shall be straight to tolerance of ± 3 mm (±0.12") over 3000 mm (118"). 

.4 Ensure that environmental conditions have been provided as requested and specified. 

.5 Defective Work resulting from application to unsatisfactory surfaces will be considered the 
responsibility of those performing the Work of this section. 

3.2 Preparation 

.1 Store materials for a minimum of 8 hours before installation on a solid flat surface and 
preconditioned for approximating the operating environment of the finished room. 

3.3 Installation - Adhesive Method Application 

.1 Cut and fit sheet as required. Clean back of panel using safe solvent cleaner. Avoid the 
use of ketones, acetones or any solvents that may cause damage to panel. 

.2 Apply double sided adhesive tape to top and bottom of sheet. 

.3 Apply adhesive tape to window and door openings where sheet has a tendency to pull 
away from substrate prior to adhesive cure. 

.4 Prime wall on area directly corresponding to tape position using a non-flammable contact 
adhesive. 

.5 Apply adhesive to back of sheet using trowel as recommended by panel manufacturer. 

.6 Apply sheet to wall and line up any reference marks before pressing into place. 

.7 Use a white rubber mallet for initial contact with adhesive tape. 

.8 Ensure adequate adhesive transfer by thoroughly rolling entire panel surface using a wall 
roller. 

.9 Allow 3 mm (1/8") gap at ceiling, door and window frames, pipes, and projections to 
accommodate panel expansion. Seal gaps with sealant. 

.10 Seal transition strip to flash-coved sheet vinyl with silicone sealant. Allow required gap 
between top of flash-coved flooring and panels to accommodate expansion. 

.11 Maintain at least 80% coverage of direct transfer of adhesive between panels and wall 
substrate. 

3.4 Installation - Pin Fix Method 

.1 Cut and fit sheet as required. 
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Stantec Architectural Ltd. 

.2 Bevel edges to receive jointing or edge strips. 

.3 Mark out for rivets and pre-drill using a 9 mm (3/8") drill bit. 

.4 Clean back of sheet with safe solvent cleaner and remove protective film from sheet face 
for inserting the pins. 

.5 Apply anti-static agent for front of sheet to prevent dust/static build-up. 

.6 Apply recommended adhesive to the back of the sheet. 

.7 Position the sheet on the wall, drill through one of the center holes using a 6.5 mm (5/16") 
masonry bit. 

.8 Place the rivet in the hole and drive home the center pin with a hammer. 

.9 When installing always work from the center of the board outward to the sides. 

3.5 Sheet to Sheet Jointing 

.1 Joint strip: 

.1 Fit joint strip to the panel edge and knock fully over until the division bar rests 
against the panel edge. 

.2 Place the edge of the next sheet snugly against the front edge of the "H" section 
and roll the sheet into the adhesive. 

.3 Knock the "H" section back towards the second sheet leaving a 3 mm (1/8") gap 
on both sides of the division bar. 

.2 Silicone joint: 

.1 Use a manufacturer recommended scraper to remove the burrs from the panel 
edge. 

.2 Leave a 3 mm (1/8") gap between sheets. 

.3 Mask both panel edges leaving the gap exposed. 

.4 Fill the gap fully with silicone sealant. 

.5 Smooth the sealant flush to panel surface and remove tape before sealant skins 
over. 

.3 Heat welding: 

.1 Apply double-sided adhesive tape flush to panel edges. 

.2 Remove burrs from panel edges. 

.3 Place each successive panel allowing for a 1.5 mm (1/16") gap between each 
panel. 

.4 Clean both the seam area and the weld rod with safe solvent cleaner - one that will 
not attach the vinyl or leave a film. 

.5 Test weld on a scrap piece of panelling before proceeding. 

.6 Proceed only when temperature and speed have been satisfied. 
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Stantec Architectural Ltd. 

.7 The weld may be trimmed flush when semi-cooled using the round part of the 
trimming spatula. 

3.6 Jointing Sheet to Coved Vinyl Flooring 

.1 High impact transition strip: 

.1 The vertical joint strip should finish 9 mm (3/8") short of the bottom sheet. 

.2 The back of the joint strip must be cut away. 

.3 The transition strip should then be installed when all the panels have been 
installed. 

.4 A bead of clear silicone sealant should then be applied between the flooring 
material and the bottom edge of the transition strip. 

.5 Notch the transition strip for the thermoformed internal and external corners. 

.2 Overlapping: 

.1 Extend the panel down a minimum of 25 mm (1") past the top of the flooring 
material. 

.2 Use extra adhesive to fill the gap. 

.3 Apply a bead of recommended sealant along the bottom edge of the panel. 

3.7 Field Quality Control 

.1 Manufacturer’s field review to be in accordance with Section 01 45 00. 

3.8 Adjusting and Cleaning 

.1 Remove the protective film from the panels, clean panels with an anti-static solution. 

.2 Wash with water or a diluted neutral soap/detergent solution. Do not use materials 
containing abrasives or solvents. 

3.9 Protection 

.1 After materials have set, and until completion, co-ordinate Work to ensure that panels are 
not damaged by traffic or adjacent work.  

.2 At completion of panel installation, install protection in areas where finishing Work, repairs 
and installation of equipment will occur. 

END OF SECTION 



Scarborough Health Network General Hospital Section 11 70 00 
Satellite Imaging Renovation May 2, 2025 
Project No.: 140023034 Page 1 
Issued for Tender  
 Healthcare Equipment   

Section revised by Addendum No. 1 
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PART 1- GENERAL 

1.1 Summary 

.1 Section includes: 

.1 Healthcare equipment types as follows (supply and installation by Contractor): 

.1 Patient lift and track system; ceiling-mounted. 

.2 Horizontal service strip (medical service console); surface-mounted. 

.3 Folding screen. 

.2 Related sections: 

.1 Wood blocking - under Section 06 10 53. 

.2 Metal support systems - under Section 09 22 00. 

.3 Mechanical – under Divisions 21, 22, and 23. 

.4 Electrical - under Divisions 26, 27, and 28. 

1.2 Administrative Requirements 

.1 Coordination: 

.1 Coordinate with mechanical, electrical, and other Subcontractors for installation 
and connections. 

.2 Conduct a pre-installation meeting in accordance with Section 01 31 19. 

1.3 Submittals 

.1 Submit required submittals in accordance with Section 01 33 00. 

.2 Product data sheets: 

.1 Submit manufacturer’s Product data sheets for Products proposed for use in the 
work of this section. 

.2 Submit equipment manufacturer’s handling and installation instructions, 
anchorage information, roughing-in dimensions, service requirements for 
installation of the work of this section. 

.3 Shop drawings: 

.1 Submit engineered shop drawings for the following: 

.1 Patient lift and track systems, and track support framing assemblies, including 
anchoring and connections for work of this section. 

.2 Seismic design, connections and restraint. 

.2 Clearly indicate, materials, finishes, fabrication details, dimensions, thicknesses, 
plans, elevations, hardware, fastenings, service connections and installation 
details. 
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Stantec Architectural Ltd. 

.3 Indicate termination/connection points of services. 

.4 Indicate proposed site connections, fasteners and methods. 

.4 Samples: 

.1 Submit duplicate samples of each finish specified. 

.5 Templates: 

.1 Submit templates to Contractor for use by installers and fabricators as required for 
proper location and installation of equipment. 

1.4 Closeout Submittals 

.1 Submit closeout submittals in accordance with Section 01 78 00. 

.2 Operation and maintenance data: 

.1 Submit manufacturer’s operation and maintenance instructions for inclusion in the 
operation and maintenance manuals. 

1.5 Quality Assurance 

.1 Qualifications: 

.1 Installers: 

.1 Shall have 5 years’ experience, minimum, in the application of the Products, 
systems, and assemblies specified and with approval and training of Product 
manufacturers. 

.2 Manufacturer: 

.1 Shall have 10 years of continued experience, minimum, having successfully 
completed other projects of similar or greater magnitude. 

1.6 Warranty 

.1 Warrant work of this section in accordance with Section 01 78 36. 

PART 2 - PRODUCTS 

2.1 Patient Lift and Track System (Ceiling-Mounted) 

.1 Distributor:  Subject to compliance with requirements, provide products by Handicare, a 
division of Savaria Patient Care.  [Added by Addendum No, 1] 

.1 Contact:  John Bragdon, Account Manager, Handicare.  81 Romina Drive, Concord 
Ontario, L4K 4Z9.  Cell: 613-612-8534.  Office: 800-661-5112 

.1.2 Basis-of-design: 

.1 Fixed ceiling lift: 

.1 Maximum load capacity: 272 kg (600 lb). 

.2 2286 mm (7.5’) foot strap to allow vertical lift movement from floor. 



Scarborough Health Network General Hospital Section 11 70 00 
Satellite Imaging Renovation May 2, 2025 
Project No.: 140023034 Page 3 
Issued for Tender  
 Healthcare Equipment   

Section revised by Addendum No. 1 
 

 

Stantec Architectural Ltd. 

.3 Vertical lift movement: 

.1 Power operation:  

.1 Battery powered; rechargeable: 24VDC lift motor. 

.2 Batteries: Quick charge lithium ion batteries, as recommended by lift 
manufacturer.  

.3 Audible low battery indicator and visual battery/charge level display. 

.4 Auto shut-off when not in use to conserve battery life. 

.5 Emergency stop and emergency power lowering, with emergency 
manual raising or lowering. 

.6 Handset control. 

.4 Traverse lift movement: manual.  [Revised by Addendum No. 1] 

.1 Power operation:  

.1 Battery powered; rechargeable: 24VDC traverse motor.  

.2 Automatic lift docking function; ‘Return-to-Charge’. 

.5 Battery charger; wall-mounted: 

.1 Input: 120 VAC, 50-60 Hz. 

.2 Output: 29.4 VDC, 1 A. 

.6 Acceptable Products: 

.1 Savaria ‘M-Series Essential’ with track bridging, distributed by Handicare. 

.2 Substitutions: in accordance with Section 01 25 00. 

.2 Track system; fixed track: Track system as recommended by patient lift 
manufacturer. 

.1 Prefinished extruded aluminum track profile, including extruded aluminum 
ceiling brackets and white moulded styrene track end caps: 

.1 Accurately formed, extruded aluminum alloy AA-6063-T6 to ANSI 
H35.1/H35.1M-2017 minimum, free from defects impairing 
appearance, strength and durability. 

.2 Finish: Powder coat finish, white colour. 

.2 Fastenings and connectors: Types as recommended by ceiling lift 
manufacturer.  

.1 Prepainted fasteners, with finish/colour to match prefinished track for 
exposed locations. 

.3 Provide track lift gate where indicated. 
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.4 Provide framing and suspension system components as recommended by 
ceiling lift manufacturer, for a complete track system installation, 
compatible with and to suit finished ceiling assemblies.  

.5 Galvanic/dissimilar metal corrosion inhibitor (isolation coating): in 
accordance with Section 01 73 00 and written requirements of 
manufacturers of metals affected. 

2.2 Medical Services Console 

.1 Basis of design manufacturer: Interspec. 

.1 Material and configuration: Refer to drawings. 

2.3 Folding Screen 

.1 Wall mounted, folding screen. 

.2 Height: 1.85 m.  

.3 Length: 2.25 m.  

.4 Folded size: 0.25 m x 0.18 m.   

.5 Number of panels: 9.  

.6 Fold configuration: left or right as indicated on drawings.  

.7 Colour: White.  

.8 Acceptable Products: 

.1 Silentia Inc. Model ‘06309’ Folding Screen. 

.2 Substitutions: in accordance with Section 01 25 00. 

PART 3- EXECUTION 

3.1 Installation 

.1 Install equipment in accordance with equipment manufacturer’s written requirements and 
in accordance with reviewed shop drawings.  

.2 Submit manufacturer's information and templates required for installation of work of this 
section. Assist or supervise, or both, the setting of anchorage devices, and construction 
of other work incorporated with Products specified in work of this section in order that they 
function as intended. 

.3 Include reinforcing, anchorage and mounting devices required for the installation of each 
Product. 

.4 Verify locations and mounting heights with Consultant before roughing-in. 

.5 Electrical Subcontractor shall be responsible for final electrical hook-up at service 
connection locations. Coordinate work of this section with work of Divisions 26, 27, and 
28.  
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3.2 Installation – Service Console 

.1 Install equipment in accordance with equipment manufacturer’s written requirements and 
in accordance with reviewed shop drawings.  

.2 Submit manufacturer's information and templates required for installation of work of this 
section. Assist or supervise, or both, the setting of anchorage devices, and construction 
of other work incorporated with Products specified in work of this section in order that they 
function as intended. 

.3 Include reinforcing, anchorage and mounting devices required for the installation of each 
Product. 

.4 Verify locations and mounting heights with Consultant before roughing-in. 

3.3 Field Quality Control 

.1 Conduct quality control in accordance with Section 01 45 00.   

.2 Manufacturer’s field review to be in accordance with Section 01 45 00. 

3.4 Adjusting and Cleaning 

.1 Upon completion of installation, inspect finishes and materials for damage and faulty 
installation. Make good or replace damaged finishes and materials as directed by 
Consultant at no cost to Owner. 

.2 Verify under work of this section that installed Products function properly, and adjust 
accordingly to ensure satisfactory operation. 

.3 Do not remove protective coatings until final cleaning in accordance with Section 01 78 00, 
or earlier if directed by Consultant. 

3.5 Closeout Activities 

.1 Testing: 

.1 Test and commission equipment in accordance with equipment manufacturer’s 
written requirements. 

.2 Demonstration: 

.1 Before acceptance of system, arrange for demonstration of equipment with 
authorized representatives of Owner, to be performed by competent 
representative of equipment manufacturer to assure proper function, operation and 
explanation. Give Owner’s representative a minimum of 48 hours advance notice 
in writing of demonstration date. 

.2 Conduct comprehensive demonstration for Owner’s staff on operation and care of 
equipment. 

END OF SECTION 




